1/4” NPT FEMALE DRAIN CONNECTION

/3/4” NPT VESSEL CONNECTION

==
1%,, ——— %3»
., —*—77 e M)
g | L e,
3
4 o e
1 212"
I 4

1"
|
-

”

GALLONS USING INSIDE SCALE FOR 1 MIN. TEST EACH DIV. IS PUMPING RATE OF 1 QT./24 HRS. M

RN S A O A e O

4 < d = = 4 < 4 < d < d < d B
[ \ ! — \ /_ H A\ L — \ ! _ \ L N _ L — N . | 2
\ 7 \ 7 \ / \ ! \ ! \ ) \ 7 2
N AN PN = IR PN PN AN AN N

S N A vl [

8 8 8 & &8 &8 82338 RBB2 33 38R 3 EEEREZE 2RI F EE 8§ B B 2

SY3ALIN 'SYH ¥2/43117 | 40 31Yd ONIdANG SI'Ald HOV3 1S3L 'NIW | ¥04 37vOS 3dISNI ONISN

GAUGE MATERIALS OF CONSTRUCTION:
REFER TO ORDERING GUIDE PER 73054 FOR OPTIONS.

DRUM GAUGE SIGHT TUBE REPAIR KITS:
REFER TO ORDERING GUIDE PER 73055 FOR OPTIONS.
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REFER TO ORDERING GUIDE PER 73058 FOR OPTIONS.
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