DRUM GAUGE MOUNTING / TEST VALVE NIPPLE ASSEMBLY KIT ORDERING OPTIONS:

- - - wK

ORDER CODE
CODE DESCRIPTION

MODEL:
596 596 DRUM GAUGE (ONLY AVAILABLE WITH PVC MOUNTING NIPPLE)

K596 K596 DRUM GAUGE (ONLY AVAILABLE WITH C.S./304 S.S. MOUNTING NIPPLE)
K599 K599 DRUM GAUGE (ONLY AVAILABLE WITH C.S./304 S.S. MOUNTING NIPPLE)

779 779 DRUM GAUGE

779—KS 779—KS DRUM GAUGE (ONLY AVAILABLE WITH C.S./304 S.S. MOUNTING NIPPLE)
787 787 DRUM GAUGE (ONLY AVAILABLE WITH C.S./304 S.S. MOUNTING NIPPLE)
810 810 DRUM GAUGE

MOUNTING/TEST VALVE NIPPLE MATERIAL :

CS CARBON STEEL (AVAILABLE ON ALL MODELS EXCEPT 596)

S4 304 STAINLESS STEEL (AVAILABLE ON ALL MODELS EXCEPT 596)

PB PVC (ONLY AVAILABLE ON MODEL 596, 779 AND 810)

GAUGE SEAL MATERIAL:

A AFLAS

B BUNA—N

E ETHYLENE PROPYLENE

N NEOPRENE

\% FLUOROCARBON

*T PTFE ON DRUM GAUGES WITH A 1/4” FNPT VENT CONNECTION.

*TES FEP ENCAPSULATED SILICONE ON DRUM GAUGES WITH NO VENT CONNECTION.

MOUNTING / TEST VALVE NIPPLE ASSEMBLY DESIGNATION:
VK

*NOTE: TEFLON SEAL MATERIAL OPTIONS "T” AND "TES” ARE NOT AVAILABLE ON DRUM GAUGE MODELS 779—PB AND 810-PB.
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