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USING INSIDE SCALE FOR 1 MIN. TEST EACH DIV. IS PUMPING RATE OF 1 QT./24 HRS.
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GAUGE MATERIALS OF CONSTRUCTION:
REFER TO ORDERING GUIDE PER 73054 FOR OPTIONS.

DRUM GAUGE SIGHT TUBE REPAIR KITS:
REFER TO ORDERING GUIDE PER 73055 FOR OPTIONS.

DRUM GAUGE SIGHT TUBE O—RING SEAL REPAIR KITS:
REFER TO ORDERING GUIDE PER 73056 FOR OPTIONS.

DRUM GAUGE MOUNTING NIPPLE ASSEMBLY KITS:
REFER TO ORDERING GUIDE PER 73058 FOR OPTIONS.

ADJUSTABLE LEVEL INDICATOR CLIP (2 PLACES)

DIMENSIONAL NOTE:
DIMENSIONS ARE FOR
REFERENCE PURPOSES ONLY
AND ARE SUBJECT TO CHANGE
AT ANY TIME WITHOUT NOTICE.

INFORMATION IS PROPRIETARY TO KENCO ENGINEERING CO.
TOLERANCES UNLESS OTHERWISE SPECIFIED
DECIMAL: +.005"JFRACTIONAL: +1/64 JANGULAR: +1/2°

KENCO ENGINEERING COMPANY

[REV.]_DATE | BY JCHKD.] ECN_JEXPLANATION:
A _|10-12-11] ki | DS_|000119 |RELEASED
B _|03-18-15|RDM|] KI_| N/A |REPLACED ORDERING GUIDE ON DRAWING

TULSA, OKLAHOMA

WITH NOTE TO REFER TO 73054, 73055,

73056 & 73058, REMOVED KENCO LOGO

GAUGE, DRUM (OUTLINE) MODEL K599

FROM FRAME.

SHEET: 1 OF 2 |DRAWING NUMBER

IDATE: 10-12-11

JORN. BY:  KI CHKD. BY: DS

C-63386

]SCALE: 1/2"= 1" |REVISION: _ B




